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WARRANTY PROTOCOL 

Address 

Serial number(s) 

Verifier Commissioning date 

Equipment Installation, Operation and Maintenance Manuals 
The manual is included in the documentation supplied with the device and they can also be found on 
Chiller Oy's website. 
N02118905 FI/SV/EN Box 
N02119031 FI/SV/EN Grand 
N02541445 FI/SV/EN Giant 
N02119030 FI/SV/EN Studio 

Purpose of the warranty protocol 
The purpose of this document is to ensure the proper installation of the equipment in order to ensure its 
functionality and serviceability during its life cycle. 

Tick the steps taken 

I have familiarized myself with the installation, operation and maintenance manual of the device 

The device has been installed according to the instructions 

The necessary maintenance facilities have been taken into account in the installation of the device 

The condensate sewer has been built in accordance with the instructions 

In the case of a pump device (DS/KP), the maximum permissible lifting height is not exceeded 

A water test has been performed on the device. For devices with pump (DS/KP), it is recommended 

to check that the pump starts and stops at least three times. 

Fulfilled warranty protocols are delivered to Chiller Oy either by post or electronically: 
Chiller Oy, Louhostie 2, 04300 Tuusula, Finland
warranty@chiller.fi  

If the warranty protocol is not returned to Chiller Oy immediately after commissioning, the equipment 
manufacturer's warranty will expire (see warranty terms). 

The deployment service can also be ordered https://www.chiller.eu/fi/palvelut/kayttoonotto/. 
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